





ANNEXURE- 1

M

e SOUNDCHECK TO BE MINIMUM OF 3-HOUR SLOT
AND SHOULD BE 5 HOURS BEFORE THE SHOW AT
A SCHEDULED TIME.

e VENUE SOUND/SYSTEM ENGINEER TO BE
PRESENT AT ALL TIMES AND SETTINGS TO BE
RETAINED FOR SHOW.

e MIXING DESK SHOULD BE SET UP FRONT OF
HOUSE AT PROPER MIXING DISTANCE FROM
SPEAKERS.

e AVAILABLE RF ENGINEER FOR SETTING UP AND
MONITORING WIRELESS AUDIO SYSTEMS.

o PLEASE MAKE EVERYTHING READY AS PER THE

' RIDER (NO ALTERATIONS) AND THEN INFORM THE

~ ENGINEER.

'« WE ARE NOT RESPONSIBLE IF YOU ARE RUNNING

'LATE WITH YOUR EVENT WE WILL TAKE OUR

'MENTIONED TIME AND PLEASE INTERRUPTIONS

JURING THE SOUNDCHECK TIME CAN LEAD T
USE IN THE SOUNDCHECK.




e PREFERRED BRANDS OF SOUND/AUDIO SYSTEM:
L-ACOUSTICS,JBL A120rA8(A8 for indoor setups
only), D&B AUDIOTECHNIK , MEYER SOUND , DAS
AUDIO, RCF ( HDL 50).

e PREFERRED MIXING DESK AT F.O.H. :

ALLEN&HEATH DLIVE S7000, AVID S6L , DIGICO
SD10/12,QUANTUM338
e MINIMUM REQUIRED STAGE AREA : 32x24ft

e PREFERRED QUANTITY AND SETUP OF
SOUND/AUDIO SYSTEM

- INDOOR STAGE SETUPS : LINE ARRAYS 12 no
(6 EACH SIDE)+ 8 SUBS + CENTER FILLS.
- OUTDOOR STAGE SETUP: LINE ARRAY 16 noi
(8 EACH SIDE ) + 12 SUB WOOFERS+ CENTEI







Shure Beta A

KICK OUT MICROPHONE

AUDIX D6

SNARE MICROPHONES

2 nos Shure SM57

[HIHAT MICROPHONE

1 nos Shure SM81or Shure
SM57

LONG BOOM 6 nos

RISER FOR DRUMS KEYS, |1 nos 8ftx8ftx1.5ft (covered
PERCUSSIONS with thick carpet)

DRUM SHIELD 1 nos

PERCUSSION

1nos DARBUKA, 1nos

DJEMBE,WIND CHIMES
&TIMBALE

ELECTRIC GUITAR AMP

1 nos marshall
JCM900/Fender Twin Reverb

|BASS GUITAR AMP WITH
HEAD

| Pure

1 nos Mark Bass MBSSR 1‘,0 ]

| TALK BACK MICROPHONE

6 nos SM58 with ON/OF_
Switch

STANDS FOR STAGE

sheet stands

3 Guitar Stands a""d
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BASS TB SM58WITH

SWITCH

26 GUITAR TB SM58WITH
SWITCH

27 PERC TB SM58 WITH
SWITCH

28 ARMAAN BEDIL | SENNHEISER
6000 OR AXIENT

ARMAAN BEDIL
BACKUP

SENNHEISER
6000 OR AXIENT

EMCEE

DJ

DI BOXES







